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To:  Colder Distributors and Customers   

From:  Thomas Braun, Chemical & Packaging Business Unit Manager  

Subject: Overview: DrumQuik
®

 PRO for Diesel Exhaust Fluid Applications  

 

Date:  September 17, 2009 
 

 

Introduction 

The DrumQuik® PRO is a dip-tube based, quick 
connect closure system designed for dispensing 
chemicals, e.g. DEF, from rigid and flexible 
containers such as 5 gallon jerry cans, 15 to 55 
gallon drums and large IBC totes. The principal 
benefit that this UN/DOT-approved system 
provides to both chemical packagers and end-users 
is that the package contents are transported and 
dispensed in a completely sealed or “closed” 
manner, virtually eliminating contact from the 

point of fill through the transport, 
dispense and disposal phases of 
use. Protection of the media, 
personnel and the environment 
are assured at all times.    

The DrumQuik PRO was designed to 
deliver exceptional performance, 
durability and value in the harsh 
environments in which chemicals are handled. It’s easy-to-use, 
rugged, and with its many thread options, will fit most drums or 
IBCs in use today. Its straightforward design yields a reliable 
product at a low cost. Made from recyclable materials, it’s well 
suited for single-trip, disposable applications, yet it’s durable 
enough to be used many times in multi-trip scenarios. The 
efficient design provides excellent flow capacity in a compact 
package, making it a good fit for applications requiring up to 15 
gpm (56 lpm). The ported vent allows the user to control venting 
of the container, preventing fumes from escaping or allowing 
filtered air or blanket gas to be connected.  

Only the DrumQuik PRO combines these unique characteristics: 
Cleaner, Safer, Faster, Drier. 
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DrumQuik® PRO System 
 
The “exploded” view drawing below details the major components of the DrumQuik PRO system.  
Please note that for the DEF opportunity: 

1) Colder offers three liquid port termination options, ½” male NPT, ¾” BSPP and a ¾” hose 
barb, which can be directly connected to the pump suction line, eliminating the need for a 
separate fitting and its associated potential leak point. Other terminations are available. 

2) It is not anticipated that the color coding and/or keying systems will be required, but they are 
available if requested. 

3) It is not anticipated that a back flow check valve or foot valve will be required in the DEF 
application, but they are available if requested. 

4) Regarding Colder’s standard vent check valve and venting of IBCs, it is anticipated that this will 
not be necessary for IBC applications because even the very low crack pressure of 0.1 psig 
(2.7” H2O) will cause the IBC sides to draw (suck) inward. In IBC applications an air filter may 
be substituted. Use of a standard vent check valve is recommended with 55 gallon drums.   
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DrumQuik® PRO Materials of Construction 
 

 
 
Coupler: 

Housing & valve: Natural, virgin polypropylene 
Locking ring:  Gray, glass-filled polypropylene 
Valve spring: 316 stainless steel (Hastelloy C optional) 
Seals:   EPDM (FDA FKM optional) 

 
Drum Insert Assemblies:    

Drum insert:  Natural, virgin HDPE  
Bung seal:  EPDM or Polyolefin (POE) 
Shipping plug:  Natural, virgin HDPE 
Shipping plug seal: EPDM (FDA FKM optional) 
Dip-tubes:  Natural, virgin HDPE 

  

Key Components:   
Colored cap:  Colored, virgin HDPE 
Colored plug:  Colored, virgin HDPE 
Coupler key ring: Colored, virgin HDPE 
Drum insert key ring: Colored, virgin HDPE 

 
Note:  All materials are FDA approved and animal-free (contact CPC for details). 
 
DrumQuik PRO Specifications: 
 

Pressure:  
Coupler: Vacuum to 45 psig (3.1 bar) 
Drum insert: Dependent on mating container rating (100, 250 or 300 kPa) 

 
Temperature: 

  Coupler: 32 to 120°F (0 to 49°C) (Use PVDF version for temperature < 32) 
  Drum insert: -20 to 120°F (-29 to 49°C) 
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DrumQuik® PRO Standard and Custom Options 
 
Due to the unique design methodology used in the construction of the DrumQuik PRO products, it’s 
possible to combine a variety of material, spring and seal options to meet virtually any chemical 
requirement.  Due to the wide variety of possible combinations, Colder has selected certain standard 
combinations intended to meet the needs of most customers. These items are carried on the shelf and 
available for shipment usually within a day or two. Other combinations are possible and are 
manufactured on a custom, build-to-order basis. Colder’s Application Engineering department is 
happy to accommodate development projects for its customers – it is one of Colder’s core 
competencies. Custom orders will require a minimum order size and/or set up charges, and lead 
time can vary from 2 – 8 weeks, depending on specific requirements.  
 

 

 
 
Phone:  651-645-0091 
Toll Free: 800-444-2474 
e-mail:  info@colder.com,  
web:  www.colder.com/dqpro  
Contact: Tom Braun (Business Manager), Rich Herpers (National Sales Manager) 
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